PERMAGARD 211
PATCHING COMPOUND

DESCRIPTION

FIELD OF
APPLICATION

PermaGard 211 Patching Compound is a 100% solids epoxy putty for patching
holes, gouges, or other surface imperfections prior to painting. PG 211 is also
formulated to be applied and cure underwater in both fresh and salt water.

Wormholes, weld seams, other surface irregularities on waterlines, underwater,
piping pilings, etc.

TECHNICAL DATA
TYPE

VOLUME SOLIDS
V.0.C.

DENSITY

COVERAGE
(theoretical)

Polyamide epoxy
100%

0.0 Ib/gal (0.0 g/l)

13.9 Ibs/gal (1.67 kg/l)

1604 sq ft/gal at 1 mil dry (1 mil wet)
39.3 sq m/l at 25 microns dry (25 microns wet)

RECOMMENDED

DRY FILM 1/8 - 1/4 inch (125 -250 mils, 3125 - 6250 microns)

THICKNESS

DRY TIME

@ 250 MILS

DFT 77°F (25°C) Topcoat - Overnight

50% R.H. OR

GREATER

SURFACE All surfaces should be clean free of all dirt, rust, grease, oil and other surface

PREPARATION contaminants. All surfaces should be prepared to the following norms: SSPC-10-
82 near white metal blast with 2.0 - 3.0 mils (50 - 75 microns) anchor profile.

APPLICATION Mixing - Mix only when ready to apply. Mix 1:1 by volume A:B until uniform color
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is achieved. Apply as quickly as possible.

Application - Hand apply using form-fitting rubber gloves. For best results smear
patching compound on repair area to a wet thickness of 1/8" - 1/4". Smooth out
edges of repair with wet hands. Repairs at or below the splash-zone will require
moere patience since the water must be worked out by hand and the product
worked into the anchor profile.
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