PERMAGARD 250
COAL TAR EPOXY

DESCRIPTION

FIELD OF
APPLICATION

SERVICE
CONDITIONS

PermaGard 250 is a high solids/low V.O.C., self-priming coal tar epoxy suitable for
all environments. PermaGard 250 is a two component coal tar epoxy with excellent

adhesion to properly prepared surfaces, steel.

PermaGard 250 is ideal as a primer/finish coat in aggressive industrial and marine

environments. Product applications include:

1. Marine structural steel
2. Refineries and chemical plants

PermaGard 250 will withstand 180°F (82°C) continuous dry heat and 150°F (66°C)
continuous immersion. It has excellent resistance to acids, alkalies, fresh water and

salt water.

3. Sewage treatment plants
4. Concrete surfaces

TECHNICAL DATA

TYPE

VOLUME SOLIDS

V.0.C.

DENSITY

COVERAGE
(Theoretical)

RECOMMENDED
DRY FILM
THICKNESS

DRY TIME @ 8 MILS
@ 8 MILS DFT,
77°F(25°C) 65% R.H.

Coal tar epoxy polyamide — meets U.S. Army Corps of Engineers C-200

specifications and meets SSPC No. 16 specification.

75%

As Supplied:
Thinned 10%:

10.6 Ibs/gal (2.08 kg/l)

1.95 Ib/gal (234 g/l)
2.44 Ib/gal (292 g/l)

1203 sq ft/gal at 1 mil dry (1.3 mils wet)
29.5 sq m/l at 25 microns dry (33 microns wet)

150 sq ft/gal at 8 mils dry (10.6 mils wet)
3.68sq m/l at 200 microns dry (267 microns wet)

NOTE: When figuring practical coverage, allow for application losses, surface

irregularities, any solvent addition, etc.

8.0 - 15.0 mils (200 - 375 microns)

To touch:
To handle:
Recoat:

1-2 Hours
12 Hours
6-8 Hours
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