ULTRAGARD 205
SAF-T-GRIP DECK KOTE

DESCRIPTION

FIELD OF
APPLICATION

SERVICE
CONDITIONS

UltraGard 205 Saf-T-Grip Deck Kote is a premium quality 100% solids, rust
inhibitive, non-skid epoxy coating for light to heavy duty service on steel, aluminum,
concrete and other rigid surfaces. It has a high build epoxy coating that has excellent
adhesion to properly prepared surfaces and has extreme impact and abrasion
resistant properties. Product advantages include:

1. Rust-inhibitive

2. Incorporates S-T-G particle grit
3. 0V.O.C.

4. Lead and chromate free

Provides excellent wet/dry slip resistance
Hard, tough film

Long term flexibility

May apply a topcoat

XNO O

UltraGard 205 is ideal as a safety coating for flat or diamond plate decks as well as
high impact areas including helidecks and crane loading areas. It is also an effective
non-skid coating for concrete floors. Preduct applications include:

4. Warehouses
5. Marine vessels

1. Offshore structures
2. Drilling rigs
3. Refineries and chemical plants

UltraGard 205 will withstand continuous dry heat of 250°F (121°C) and intermittent dry
heat to 300°F (149°C). The color may change as these limits are approached, but the
film will remain intact. UltraGard 205 exhibits broad resistance to aggressive
chemicals and severe marine environments.

TECHNICAL DATA
TYPE

VOLUME SOLIDS
V.0.C.

DENSITY

COVERAGE
(Theoretical)

RECOMMENDED
DRY FILM
THICKNESS
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Rust-inhibitive modified epoxy
100%

0 Ib/gal (0 g/l)

15.2 Ibs/gal mixed (1.82 kg/l)

1604 sq ft/gal at 1 mil dry (1 mil wet)
39.4 sq m/l at 25 microns dry (25 microns wet)

54 sq ft/gal at 30 mils dry (30 mils wet)
1.31 sq m/l at 750 microns dry (750 microns wet)

Minimum: 25.0 mils (500 microns)
Typical: 30.0 mils (750 microns)
Maximum: 40.0 mils (1000 microns)
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