ESGARD BIO FLOAT

DESCRIPTION

FIELD OF
APPLICATION

BIO FLOAT is a non-hazardous, rust preventative coating for use in all types of
marine vessels. It contains no petroleum oils or solvents yet cures through
oxidation to a tacky film which resists wash out and which will not cause pollution
problems. The coating contains active corrosion inhibitors and bactericides. Do not
use with potable water.

Ballast tanks, void areas, cofferdams, pre-load tanks, anchor chains, chain lockers,
etc.

TECHNICAL DATA
FILM PROPERTIES
TYPE

DENSITY

VOLUME SOLIDS
FLASH POINT

COVERAGE
(theoretical)

Transparent, amber liquid which cures through oxidation to a clear, tacky film.
Rust preventative vegetable oil.

8.0 Ib/gal (.096 kg/l)

100%

440°F (226°C) COC

400 ft’/gal at 4 mils
9.8 m%/I at 100 microns

DRY TIME Surface tack 1 - 3 days depending on temperature

TEMPERATURE Up to 400°F (204°C)

RANGE

PRODUCT AMOUNT SPRAY APPLICATION: To determine the amount of BIO FLOAT required,
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calculate the surface to be coated (bulkheads, overheads and decks). Add to
this figure allowances of up to 500% for internal structures. For new steel, divide
this figure by 400 square feet per gallon at 4 mils (9.8 square meters per liter at
100 microns) to obtain gallons (liters) required. For older, corroded surfaces,
coverage should be reduced to 250 square feet per gallon at 4 mils (6.1 square
meters per liter at 100 microns).

FLOAT APPLICATION: To coat a tank using the floatation method, enough BIO
FLOAT must be added to the tank to cover the steel surfaces (determine just as
if spray applying) and allow for a 3/8" floating layer of coating on the largest
horizontal water surface. A good rule of thumb for the amount of product
required for the floating layer is 20 gallons per 100 square feet (80 liters per 10
square meters) of water surface area. Add the two figures together to determine
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