ESGARD 400
INDUSTRIAL ENAMEL

DESCRIPTION

FIELD OF
APPLICATION

Esgard 400 is a general purpose industrial enamel paint.

with custom coloring available. In addition, it is available as a primer.

Industrial: Pipelines, structures, storage tanks, equipment, buildings, machinery

Marine: Ships, barges, other marine vessels.

TECHNICAL DATA
TYPE
VOLUME SOLIDS

V.0.C.

DENSITY

COVERAGE
(Theoretical)

RECOMMENDED
DRY FILM
THICKNESS

DRY TIME @ 3,
MILS DFT, 77°F
(25°C) 5% R.H.

Short oil alkyd in a quick release solvent
37% Varies slightly with color

As Supplied:
Thinned 10%:

4.57 Ib/gal (540 g/l)
4.82 Ib/gal (579 g/l)

Varies slightly with color
Varies slightly with color

8.5 Ib/gal mixed (1.02 kg/l) Varies slightly with color

593 sq ft/gal at 1 mil dry (2.7 mils wet)
15.9 sq m/l at 25 microns dry (68 microns wet)

NOTE: When figuring practical coverage, allow for application losses, surface
irregularities, any solvent addition, etc

Minimum 2.0 - 3.0 mils (50 - 75 microns)

Primer Finish Coat
To touch 1/2 hour To touch 1/2 hour
To handle 1-2 hours To handle 2-3 hours
Topcoat 4 -6 hours

SURFACE
PREPARATION

Revised on 10/24/03

Thoroughly clean any oil or grease contaminated areas with Esgard Surface
Conditioner or a detergent wash followed by a fresh water rinse and allow drying
in accordance with SSPC-SP1-82.

New Steel - Hand clean to SSPC-SP2-82 wire brush surface to remove all dirt,
rust, and other surface contaminants or abrasive blast to SSPC-SP6-82
commercial surface or better with 1.5 - 2.0 mils (37 - 50 microns) anchor profile.

Manufacturers of Quality Paints, Protective Coatings, and Lubricants
Esgard, Inc. 515 Debonnaire Road  Scott, Louisiana 70583 U.S.A.
(337) 234-6327 Fax (337) 234-0113 1-800-888-2511
www.esgard.com
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Esgard 400 exhibits
excellent color retention with an outstanding gloss. It is available in standard colors







