ESGARD 903 DIP COATING
ALL PURPOSE RUST INHIBITOR

DESCRIPTION

FIELD OF
APPLICATION

Esgard 903 is a single package, rust inhibitive, quick drying, hard film coating for
properly prepared metal surfaces. It is specially formulated for use as a dip coating
for wrought iron. Esgard 903 is available in various colors and sheens. Consult
your local Esgard sales representative.

Bare metal, wrought iron existing paint systems.

TECHNICAL DATA
TYPE

VOLUME SOLIDS
V.0.C.

DENSITY

COVERAGE
(Theoretical)

RECOMMENDED
DRY FILM
THICKNESS

Modified alkyd

33%

As Supplied:  4.80 Ib/gal (576 g/l)
9.27 Ibs/gal (1.11 kg/l)

576 sq ft/gal at 1 mil dry (3 mils wet)
15.5 sq m/l at 25 microns dry (75 microns wet)

NOTE: When figuring practical coverage, allow for application losses, surface
irregularities, any solvent addition, etc.

2.0 - 3.0 mils (50 - 75 microns)

DRY TIME 3 MILS To touch: ¥ hour

DFT, 77°F (25°C) To handle: 1 -2 hours

65% R.H Topcoat: 4 hours

SURFACE Thoroughly clean any oil or grease contaminated areas with Esgard Surface
PREPARATION Conditioner or a detergent wash followed by a fresh water rinse and allow drying
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in accordance with SSPC-SP1-82.

New Steel - Hand clean to SSPC-SP2-82 wire brush surface to remove all dirt,
rust, and other surface contaminants or abrasive blast to SSPC-SP6-82
commercial surface or better with 1.5 - 2.0 mils (37 - 50 microns) anchor profile.

Previously Painted and Failing Steel - Remove all loose paint, dirt, rust, and
other surface contaminants via the most economical method:
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