ESGARD 905
UNIVERSAL COATING

DESCRIPTION

FIELD OF
APPLICATION

Esgard 905 is a single package, all purpose self priming coating for any sound
metal or painted surface.

Bare metal, galvanized steel, inorganic zinc-primed surfaces, existing paint
systems

TECHNICAL DATA
TYPE
V?LUME SOLIDS

V.0.C.

DENSITY

COVERAGE
(theoretical)

RECOMMENDED
DRY FILM
THICKNESS

DRY TIME @ 3
MILS DFT, 77°F
(27°C) 65% R.H.

Phenolic Modified Alkyd
38%

As Supplied:
Thinned 10%:

4.50 Ib/gal (540 g/l)
4.75 Ib/gal (571 g/l)

9.76 Ib/gal (1.17 kg/l)

613 sq ft /gal at 1 mil dry (2.5 mils wet)
16.52 sq m /I at 24 microns dry (63 microns wet)

NOTE: When figuring practical coverage, allow for application losses, surface
irregularities, any solvent addition, etc.

2.0 - 3.0 mils (50 - 75 microns)

To touch: 1/2 Hour
To handle: 1-2 Hours
Topcoat: 4 Hours

SURFACE
PREPARATION

Revised on 10/24/03

Thoroughly clean any oil or grease contaminated areas with Esgard Surface
Conditioner or a detergent wash followed by a fresh water rinse and allow drying
in accordance with SSPC-SP1-82.

New Steel - Hand clean to SSPC-SP2-82 wire brush surface to remove all dirt,
rust, and other surface contaminants or abrasive blast to SSPC-SP6-82
commercial surface or better with 1.5 - 2.0 mils (37 - 50 microns) anchor prafile.

Previously Painted and Failing Steel - Remove all loose paint, dirt, rust, and
other surface contaminants via the most economical method:
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