ESGARD PL-3

DESCRIPTION

1]

FIELD OF
APPLICATION

PL-3 is an easily removable, soft, water displacing thin film preservative. It contains
an effective corrosion inhibitor to protect metal surfaces while in manufacturing,
storage or shipping. PL-3 is a listed qualified product under MIL-C-16173E GRADE 3
CLASS Il (aka P-3 preservatives).

PL-3 is intended for use where water or saline solutions must be displaced from
corrodible surfaces and the corrosion prevented or arrested. It is also used for
protection of critical bare steel or phosphate surfaces for extended periods when
packaged with satisfactory barrier materials

TECHNICAL DATA
FILM PROPERTIES
TYPE

DENSITY

FLASH POINT
VOLUME SOLIDS

COVERAGE
(Theoretical)

Soft, amber water displacing rust preventive film
VOC compliant blended oil

7.6 Ibs/gal (0.9 kg/l)

270°F (132°C) PMCC

99%

1600 sq ft/gal at 1 mil
39.3 sq m/l at 25 microns

VOC 9 gr/l (0.1 Ibs/gal)

DRY TIME Tacky, oily film

SURFACE All surfaces should be cleaned free of all dirt, rust, hydrocarbons and other
PREPARATION surface contaminants.

APPLICATION PL-3 is supplied in ready-to-use form. Agitate well before using as some
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separation may occur.

SPRAY: Use conventional or airless equipment. Tip size should be such to allow
for adequate atomization and single coat application. Apply to 1 mil (25 microns)
wet film thickness.

BRUSH: Apply coating to the item via clean, quality paint brush. Take care to
apply an amount sufficient to ensure a uniform wet film thickness of 1 mil (25
microns).
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