PERMAGARD 305
ACRYLIC ALIPHATICURETHANE

DESCRIPTION

FIELD OF
APPLICATION

SERVICE
CONDITIONS

A premium quality high gloss acrylic aliphatic urethane, PermaGard 305 is a two
component finish coat formulated for brush and roll application. PermaGard 305 yields
a hard, smooth surface for industrial and marine environments. PermaGard 305 also
exhibits excellent low temperature curing properties making it an excellent choice for
winter painting. Product advantages include:

High Gloss Finish 5. Excellent resistance to chipping and scratching
Low temperature cure 6. Wide color selection

Excellent color and gloss retention 7. Lead and chromate free colors available
Excellent film durability

2P AN

PermaGard 305 is used as a finish coat over properly primed surfaces in industrial
and marine environments where long term chemical resistance, gloss, and color
retention are required. Product applications include:

1. Offshore structures 5. Refineries and petrochemical plants
2. Ships, Barges, other marine vessels 6. Heavy equipment.

3. Storage Tanks 7. Industrial machinery

4. Pipelines 8. Pulp and Paper Mills

PermaGard 305 is used as a finish coat over properly primed surfaces in industrial
and marine environments where long term chemical resistance, gloss, and color
retention are required. Product applications include:

Exposure Splash & Spill Fumes

Acids Very Good Excellent
Alkalies Very Good Excellent
Solvents Excellent Excellent
Salt Water Excellent Excellent
Water Excellent Excellent

TECHNICAL DATA
TYRE
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As Supplied:
Thinned 10%:

Esgard, Inc.

Acrylic-aliphatic urethane

42%  Varies slightly with color.

4.30 Ib/gal (517 g/l)
4.60 Ib/gal (548 g/l)

Varies slightly with color.
Varies slightly with color.

9.8 Ibs/gal (1.18 kg/l) — Varies with color.
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