PERMAGARD 133
ZINC RICH EPOXY PRIMER

DESCRIPTION

FIELD OF
APPLICATION

SERVICE
CONDITIONS

PermaGard 133 is a high performance, zinc rich epoxy suitable as a primer in
aggressive environments. PermaGard 133 is a two component primer that has
excellent adhesion to properly prepared surfaces that cures in both hot and cold
temperature extremes. Permagard 133 also has 2-3 times more tensile strength than
inorganic zinc. This results in a harder, denser film that will not split at the zinc when
damaged.

PermaGard 133 is an excellent primer for use in a wide variety of environments.
Product applications include:

1. Heavy Equipment
2. Industrial Machinery

3. Refineries, Chemical Plants, Paper Mills
4. Offshore Equipment and Structures

PermaGard 133 must be top coated with a suitable heavy duty coating system in
corrosive and/or chemical environments. Do not use for immersion of any type. Do
not use with potable water.

TECHNICAL DATA
TYPE
VOLUME SOLIDS

V.0.C.

DENSITY

COVERAGE
(Theoretical)

RECOMMENDED
DRY FILM
THICKNESS

DRY TIME (HOURS)

@ 5 MILS DFT
65% R.H.
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Rust-inhibitive zinc rich epoxy

59%

As Supplied:

2.81 Ib/gal (337 g/l)

Thinned 10%: 3.25 Ib/gal (390 g/l)

21.8 Ibs/gal (2.62 kg/l)

946 sq ft/gal at 1 mil dry (1.7 mils wet)
23.2 sq m/l at 25 microns dry (42 microns wet)

236 sq ft/gal at 3 mils dry (5 mils wet)
5.8 sq m/l at 75 microns dry (125 microns wet)

NOTE: When figuring practical coverage, allow for application losses, surface

irregularities, any solvent addition, etc.

3.0 - 5.0 mils (75 - 125 microns)

To touch: 1/2 hour
To handle: 2-3 hours
Topcoat: 2-3 hours
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