PERMAGARD 130
ZINC RICH EPOXY PRIMER

DESCRIPTION

FIELD OF
APPLICATION

SERVICE
CONDITIONS

PermaGard 130 is a high performance, high-build epoxy suitable as a primer in
aggressive environments. PermaGard 130 is a two component primer that has

excellent adhesion to properly prepared surfaces in both hot and cold temperature
extremes.

PermaGard 130 is an excellent primer for use in a wide variety of environments.
Product applications include:

1. Offshore structures 4. Pulp and paper mills
2. Pipelines and storage tanks 5. Heavy equipment
3. Refineries and chemical plants 6. Ships, barges, other marine vessels

PermaGard 130 must be top coated with a suitable heavy duty coating system in
corrosive and/or chemical environments. Do not use for immersion of any type. Do
not use with potable water.

TECHNICAL DATA
IYPE
VOLUME SOLIDS

V.0.C.

DENSITY

COVERAGE
(Theoretical)

RECOMMENDED
DRY FILM
THICKNESS
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Rust-inhibitive zinc rich epoxy
65%

As Supplied:  2.40 Ib/gal (290 g/l)
Thinned 10%: 2.84 Ib/gal (343 g/I)

17.3 lbs/gal (2.08 kg/l)

1040 sq ft/gal at 1 mil dry (1.54 mils wet)
25.6 sq m/l at 25 microns dry (39 microns wet)

260 sq ft/gal at 3 mils dry (5 mils wet)
6.4 sq m/l at 100 microns dry (154 microns wet)

NOTE: When figuring practical coverage, allow for application losses, surface
irregularities, any solvent addition, etc.

3.0 - 5.0 mils (75 - 125 microns)
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